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The Klippon® POK enclosure range is made from a high-
quality glass fibre reinforced polyester and is ideal for ap-
plications and environments where corrosion resistance,
impact resistance and a high IP protection class are a re-
quirement.
Key features of the extensive product range:
• Available in 17 sizes
• Two standard finishes (colours): grey (similar to RAL

7001 for industrial use) and black (similar to RAL 9011
for harsh environments, Ex)

• Cover with stainless steel screws in cross-head / slotted
design

• Moulded gasket made of silicone or chloroprene
• Fixing holes outside the sealed area to ensure high

ingress protection of IP66
• Impact resistance up to 7 Joules
• Mounting directly in the enclosure or using an internal

mounting plate
• Direct wall mounting possible using fixing holes or

mounting feet
• Fastening thread to attach mounting rails and plates
• Up to E60 fire rating dependent on the configuration
•
• Weidmüller can manufacture and supply this enclosure

to match customer specifications - fitted with all neces-
sary terminals and cable glands.

General ordering data

 
Version Rail, TS 35, TS 35 x 7.5, Width: 243 mm, without

slot, Steel, galvanic zinc plated and passivated
Order No. 8000003909
Type TS35X7.5 ST POK 1626
GTIN (EAN) 4050118652673
Qty. 20 pc(s).
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=8000003909
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Dimensions and weights
 
Depth 7.5 mm   Depth (inches) 0.295 inch
Height 35 mm   Height (inches) 1.378 inch
Width 243 mm   Width (inches) 9.567 inch
Net weight 88.15 g    
 

General information
 
Integral fixing Screwed   Material Steel
Material thickness 1 mm   Stamp dimensions 6.3 x 20 mm
Standards

DIN EN 60715
  Surface finish galvanic zinc plated and

passivated
 

Classifications
 
ETIM 6.0 EC001285   ETIM 7.0 EC001285
ETIM 8.0 EC001285   ETIM 9.0 EC001285
ECLASS 9.0 27-40-06-02   ECLASS 9.1 27-40-06-02
ECLASS 10.0 27-40-06-02   ECLASS 11.0 27-40-06-02
ECLASS 12.0 27-40-06-02   ECLASS 13.0 27-40-06-02
 

Approvals
 
ROHS Conform
 

Downloads
 
Engineering Data CAD data -- STEP
Catalogues Catalogues in PDF-format
 

https://mdcop.weidmueller.com/mediadelivery/asset/900_//223861
http://catalog.weidmueller.com/assets/LINK/Catalog.html
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Screws
  Depending on the terminal block or also accessories, we

offer different types of screws as additional items or also
spare parts.

General ordering data
VersionType FKSC M5X8 D9/SW2.5

Order No. 0295900000
GTIN (EAN) 4008190133337
Qty. 50 pc(s).

SAK Series, Allen hex screw, Screws, Number of poles: 1

 

Installation material
  Integrate, expand and customise - the perfect

supplement to every application
The fully structured range of system accessories for the
new Klippon® TB enclosure series allows you to easily
adapt the enclosures to meet the specific requirements of
every application.
Mounting hardware kits
Mounting hardware kits are available for quick and easy
installation of type label holders, document holders and
rain hoods.
The label fastening set – SD is required to install
a plastic (Trafolyte) ID or type label. With the aid of
this set can you mount the ID or type label directly on
the enclosure cover. The label fastening set has been
specially developed for this purpose. Only by using this
fastening set can you ensure that there will be no leaks
into the enclosure or damage to the label.
The universal fastening set – TPSD has been
developed to enable secure and quick installation of
type label holders, rain covers or document holders, for
example. By using this fastening set, the risk of leaks can
be minimised, if not avoided.

General ordering data
VersionType FKSC M6X8 D9/SW3

Order No. 0642600000
GTIN (EAN) 4008190058258
Qty. 50 pc(s).

Klippon TB (Terminal Box), Mounting screw, Material: Steel

 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=0295900000
http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=0642600000

